MATERIAL SAFETY DATA SHEET ,
Date Revised: July 2000

[nformation on this form is furnished sclely for the purpose of compliance with the Occupational Safety and Health Act and shall not be usad for any other
purpose. [. Christy Enterprises, [nc. urges the customers receiving this Material Safety Data Sheet to study it carefully fo become aware of the hazards, if any,
of the product involved. In the interest of safety, you should notify your employees, agents and contractors of the information on this sheet,

SECTION I

MANUFACTURER’S NAME:

T. Christy Enterprises, Inc.

ADDRESS:

055 East Ball Road, Anaheim, CA 92805-5910
(714) 507-3300 FAX: (714)507-3310

CHEMICALNAME and FAMILY
PVC Fence Cement

Mixture of PVC Resin and Orgamnic Solvents

SECTION II - HAZARDOUS INGREDIENTS

Transportation Emergencies:
INFOTRAC: (800) 535-5053
Medical Emergencies: (800) 777-6476

TRADE NAME: White Vinyl Adhesive - 672-6 Neg
FORMULA: Proprietary

Nong of the ingredicnls below are listed as
carcinmgens by JARC, NTP, OSHA or Ac

Cast Approx% ACGIH-TLY ACGIHI-STEL OSHA-FEL OSHA-STEL LD50 LC50 DUPONT-AEL DUPONT-STEL
Rilyriny Uilarids sesin () NON/HAZ g e e sz
Tetraiydrofuran  (THF) WH-Lo9 a5 X0 EM =M 200 PM 290 BM el : 2880 mey/h (rat) Trielation: 3 bes S HM BEM
21,000 EMbzt)
*diethyl Byl Kevoe BB 52 20 [ o 200 P IMEM  Qal:3® glghet) Intelation: 4 hos
Vgrnl: §.10 mg/kgirabbit) 4000 PIM {rat)
Cycloheranons ARLL-L 510 3 EMSdn 25 PIM Skin X0 HM Tislatiore ITO tea)

(A} Dupont’s Accepiable Exposure Limit (AEL) guidslines for a 8 hourund 12 hour TWA. (B) Dupont's recommended STEI for 15 ninute TWA. **Information found in a report from the
National Toxicology Program (NTP) on an inhalation study in rats and mice suggests that Tetrahydrofuran (THF) can cause tumors in animals. In the study the rats and mice were exposed
to THF vapor levels up to 1800 PPM for twe years (their Lifetime}, 5 hoursflay, Sdays/week. Test results showed evidence of liver tumors in female mice and kidney tumors in male rats. Noj
evidence of tuinors was seen in female rats and male mice. There is no data linking Tetrahydrofuran exposure with cancer in humans.

**SARA Title Fll Section 313 Supplier Notification; This product contains toxic chemicals subject to the reporting requirements of Section 313 of the Emergency Planning and
Community Right-to-Know Act of 1986 and of 40CFR372. This information must be included in all MSDS’S that are copied and distributed for this material.

BULK SHIPPING INFORMATION/ CONTAINERS LARGER THAN ONE LITER

DOT Shipping Name:
DOT Hazard Class:
Identification Number:
Packaging Group:
Label Required:

DOT Shipping Name:
DOT Hazard Class:

Cement Flammable Liquid
Flammable Liquid
UN/NA 1133

I

Flammable Liquid

SHIPPING INFORMATION FOR CONTAINERS LESS THAN ONE LITER

Consumer Commodity

ORM-D

SPECIAL HAZARD DESIGNATIONS

HMIS NFPA  HAZARDRATING
HEALTH: 2 2 0-MINIMAL
FLAMMABILITY: 3 3 1-SLIGHT
REACTIVITY: 0 1 2-MODERATE
PROTECTIVE: 3-SERIQUS
EQUIPMENT; H 4-SEVERE

SECTION III - PHYSICAL DATA

Typical 0.92010.040

143 mm Hg. based on THF

APPEARANCE ODOR BOILING POINT (°F)
Syrupy liquid Moderate 151°F.
SPECIFIC GRAVITY @73 +2°F | VAPOR PRESSURE (mm Hg.) PERCENT VOLATILE BY VOLUME(%)

Approx: 85 - 90%

VAPOR DENSITY (Air =1)
2.49

5-8

EVAPORATION RATE (BUAC = 1)

SOLUBILITY IN WATER
Solvent portion completely soluble in water;
Resin portion scparates gut,

VOC STATEMENT: VOC as manufactured: 790 Grams/Liter, Maximum VOC emission per SCAQMD Rule 1168, Test Methed 316A: More than
G0% of acts as a reactive diluent and remaing in the pipe joint,

SECTION1IV - FIRE AND EXPLOSION HAZARD DATA

LEL
1.1

FLASH POINT
1° FT.C.C.

FLAMMABLE LIMITS
(PERCENT BY VOLUME}

1.8

FIRE EXTINGUISHING MEDIA
Foam, Alcohol Foam, CO2, Dry Chemical, Water Fog

SPECTIAL FIRE FIGHTING PROCEDURES

Evacuate enclosed arcas, stay upwind. Close or confined quarters require sclf-contained breathing apparatus, positive pressure hose masks or airline masks,
Use water spray to cool containers, to flush spills from source of ignition and to disperse vapors.

UNUSUAL FIRE AND EXPLOSION HAZARDS

Extremely flammable, low flashpoint. THE is an OSHA Class 1B flammable liquid. Vapors are heavier than air and may travel to source of ignition.

SENSITIVITY TO: IMPACT - No  STATIC DISCHARGE - Yes




SECTION V - HEAITH HAZARD DATA

P ¢ . . .
OI:,IgINA}IEY,ROUTES x Inhalation x  Skin Contact Eye Contact Ingestion
EFFECT OF OVEREXPOSURE

ACUTE: Inhalation: Severe cverexposure may result in nauses, dizziness, keadache. Can cause drowsiness, imitation of eves and nasal passages.
Skin Contact:  Skin irritant. Liguid contact may remove nameal skin oils resulting in skir Grritation. Dermatitis may accur with prolonged centact.

Skin Absorption: Prolonged or widespread exposure may rasult it the absorption of harmful amounts of araterial.
Eve Contact: Liquid and vapors are eye irritants. Can cause sevose eye injury:

Ingestion: Moderately woxic. May causes nausea, vomiting, diarthaa, May cause mental sluggishness

CHRONIC:

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE: None Currerly Known.

EMERGENCY AND FIRST AID PROCEDURES
Inhalation: If ovarcome by vapors, remove to fresh air and if breatiting stopped, pive artificial respiration. It breathing is diffieult, give oxyger. Call douor.

Eve Contact: Flusk eyes with plenty of water for 15 minutes and call & doctor.
Skin Contact: Remeve contaminated clothing and shoes. Wash skin with lenty of soap and water for at Jzast 13 minutes. If irritation develops. get medical

altentio.
Ingestion: Givel or Z glasses of water or milk. Do not induce vomiting. Call physician or poison contro! center immediately,

SECTION VI - REACTIVITY

STABILITY | UNSTABLE CONDITIONS TO AVOID
STABLE X Keep away from heat, sparks, open flame and other sources of ignitiva.
NCOMPATIBILITY

(MATERIALS TO AVOID) Caustics, smizonie, inorgace azics. chlorirased corpounds, strang oxidizers 203 fseoyanzles.
HAZARDOUS DECOMPOSITION PROGUCTS

Wnen “orced 1o burn, thisproduct eives gutcabon nenexide, serbon divsids, hydrogzu elileride and uridentified organic compounds inb.ask smoke.
HAZARDOUS MAY OCCUR CONDITIONS TO AVOID

POLYMERIZATION | WILL NOTOCCUR | X Keep away from heat, sparks, open flame and uiher sources of {gnition,

'. SECTION VII - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Elirainate all ignition seurces. Avoid breathing of vapors. Contain liguid with sand o1 earth, Place leaking container in well - ventilated area, blanket with fosm
if ipnition hazard exists. Conzain spill.

WASTE DISPOSAL METHOD
Follow local, State and Federal regulations. Consult disposal experr. Can be disposed of by incineration, Excessive quantities should not be permitted

10 enter drairs. Empty containers should be air dried before dispasing, Hazardens Waste Code: 214
SECTION VIII - SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION (Specify type)

Atmospheric levels should be maintained below established exposure limits contained in Section 11, IF aicborme concentrations exceed those limits, use of 3
NIGSL-approved organic vapor cartridge respirator with full face-piece is recommended, The effectiveness of an air purifying respirator s limited. Usg it
enly for a single short-tenn expasure. For emetgency and other conditions where short term expogure guidelines may be exceedd, uss an approved positive
pressure selfecontained breadiing apparatus,

VENTILATION

Use only with adeguate ventiiatior. Provide sufficient ventilation in volume and patlern to keep cortaminants below applicable expesure Lnsits set forth in
Secdon 1. Use only sxplosion proof ventilation equipment

PROTECTIVE GLOVES EYE PROTECTION
PYA coated, Rubber or Neoprene Splashpoof chemical gogeles

OTHER PROTECTIVE EQUIPMENT AND HYGENIC PRACTICES
chm ious apron and a source of running water te flush or wash the eves and skin in case of conwet.

SECTION IX - SPECIAL PRECAUTIONS

PRECAUTIONS TOBE TAKEN IN HANDLING AND STORING
Store ir. the shedz berween 4C°F - LIOPF. Keep awey from heat, sparks, ope flarae and oher soarees ofignition. Avoid prolenged breathmy o f v, apor Use

with adequate ven:ilation, Avoid contee: with eyes, skun and elathine. Tizin employees on al. spacia handling procegores before they w Olk with 1 is proouct,

OTHER PRECAUIORS
Foilow al. precautionary ir.formztien giver. on Santainer ladel, dreduct bulletivs axd our se.ven: ceraentiag litetaturz. All kand.ing equipner: sheald ke

clectrically grounded.
The information contained herein is based on data considered accurate. However, no warranty is expressed or implied regarding the accuracy of
this data or the results to be obiained from the use therpaf. 1t js the responsibility of the user to investigate and understand the ramifications of

using this product, and to comply with all use and dispoesal laws and procedures,




